
STATEMENT OF WORK  

1/ Repair by replacement of all worn out concrete and ceramic tiles around the houses. Repair by 

replacement the worn out concrete tiles on the drive way at both houses. Total area is 200 sq.m. for the 

premises. 

1.1 The contractor has to remove all old cement and ceramic tiles and take them to an authorized 

depot; 

1.2 A new concrete has to be cast as sub base before installing the new tiles. The concrete the be 

reinforced, 5mm wire mesh AI. The concrete to be B20. 

1.3 New heating coils to be installed on the drive ways. The heating coils to cover the surface of the 

drive way and to be equipped with thermostat and individual breaker. 

1.4 Expansions joints to be considered for the area of the drive ways, and on the walk ways along the 

houses. 

1.5 The new tiles to be out of granite with thickness of 2cm. 

1.6 The top of the steps to be out of one piece granite tile with thickness not less than 2.5cm. 

1.7 The new metal grills on the drainage shafts to be provided and installed in front of the garages and 

on the walk way. 

2/ Replace the old worn out concrete tiles and curb stones on the pedestrian walk way on the street in 

front of the houses. Total area is 30 sq.m. The new tiles and curbs to be out of concrete, gray in color. 

3/ Repair the concrete ramps in front of the drive ways. The concrete to be B25 

4/ Extend the dividing wall between two house by 6 m. in length and 2.2 m. in height. The wall to be 

with bricks and reinforced concrete for columns and beams.   Concrete for columns and beams to be 

B25 and reinforcement AIII N14. The finish of the wall to be with stone tiles on both sides as the existing. 

5/ Provide metal door with size of 2.00m. by 0.9m, with lock, door handles, three hinges and latches on 

both sides. The door to be pained in black. 

For the tile work the contractor has to provide five years of warranty. 

  


